### FRAMED SCREEN:

#### NON ADJUSTABLE LOUVERS:
- 600 A, CORE & C
- 800 A, CORE & C
- 900 A, CORE & C
- 1300 A, CORE & C
- 1400 A, CORE & C

**Screen Size:**
- A - Order 3/8” > Opening Size
- CORE, C - Order 1/4” < Opening
- 1400A - Order 1/4” < Opening

#### ADJUSTABLE LOUVERS:
- 1100 A, CORE & C
- 1900 A
- 1900 ASG

**Screen Size:**
- A, ASG, C - Order 1” > Opening Size
- CORE - Order 1/4” < Opening

### UNFRAMED SCREEN INSTALLED WITH RIVETS OR SCREWS:
- 700A
- 700TL
- 800R
- 1200A
- 1500A
- 1500A-HRC

**Screen Size:**
- Order 1/4” < Opening Size

(700A can be ordered with optional framed screen to fit inside louver)

### FRAMED SCREEN FOR A1 MOUNTING:
- 600A1
- 800A1
- 900A1
- 1300A1

**Screen Size:**
- Order 3/8” < Opening Size

---

**SCREEN OPTIONS**

* Louver design and space allowance determine whether screws, rivets or tape are used for fastening.

---

**AIR LOUVERS**

**HEADQUARTERS:** 4450 West 78th St Circle, Bloomington, MN 55435-5416 **PH:** 800-766-0660 **FAX:** 952-835-2218

**EMAIL:** sales@airlouvers.com **WWW.ACTIVARCPG.COM**

**ACPG WEST COAST (MANUFACTURING):** COMMERCE CA • **ACPG WAREHOUSES:** LANCASTER PA, ATLANTA GA, CHICAGO IL 12/17/2010
### BIRD SCREEN:

1/4” or 1/2” Bird Screen in Roll Formed Frame.

**AVAILABLE AS AN OPTION ON ALL MODELS EXCEPT 1000 & 1100**

SCREEN WILL BE INSTALLED ON INTERIOR OF THESE MODELS: 700A, 700TL, 1500A, 1500A-HRC

#### 900FPL:

INCLUDES GALVANIZED 1/4” BIRD SCREEN IN GALVANIZED FRAME, STANDARD ON INTERIOR SIDE OF LOUVER. OPTIONAL: 18 X 14 GALVANIZED MESH INSECT SCREEN INSTALLED IN REMOVEABLE FRAME

### SCREEN OPTIONS

- **FIBERGLASS SCREEN**
- **ALUMINUM SCREENCE**
- **BRONZE SCREEN**
- **STAINLESS STEEL SCREEN**